
Specifications Ledvance LED Floodlight
Endura Spot White 8W 750lm 50D - 840
Cool White | IP55 - Motion and Light
Sensor - Symmetrical

View Product

General Information

SKU 236759

EAN 4058075228863

Brand Ledvance

Manufacturer Name E PRO SPOT S 8W 840 IP55 WT

Any Lamp all-in warranty 5 Years

Average Lifetime (h) 30000

Technical Information

Technology LED Integrated

Wattage 8

Replaces (Watt) 10

Voltage (V) 220-240

Dimmable Not Dimmable

Colour Code 840 Cool White

Colour temperature (Kelvin) 4000 Cool White

Colour Rendering (Ra) 80-89

Colour of Light White

Light colour options Single Color

Luminous Flux (Lumen) 750

Luminous Efficacy (lm/W) 94

https://sp2-8562.wip.any-lamp.com/ledvance-led-floodlight-endura-spot-white-8w-750lm-50d-840-cool-white-ip55-motion-and-light-sensor-symmetrical-4058075228863


Beam Angle (degree) 50

Power factor >0.90

Product Type Category LED Floodlight

Fixture Information

Mounting Method Surface

Including bulb Yes

Fixture Connection Terminal, 3-Pole (L, N, PE)

Optical Cover Polycarbonate (PC)

Light Distribution Symmetrical

IP-rating IP55

Impact Protection (IK) IK05 - 0.70 joule

Operating Temperature -20 to +40

Colour of the Fixture White

Housing PC (Polycarbonate)

Colour of material White

Series Endura

Dimensions

Length (mm) 87

Width (mm) 58

Height (mm) 187

Sensor Information

Type of sensor Light Sensor, Motion Sensor

Sensor Reach (m) 1,5 m - 12 m

Sensor Time Setting 2 sec - 15 min


